125A. 150A
NN 21
[ (oin ol
20
21 [Washer of Bearing Rolled Steel SS400 1
20 |Bearing Bearing Steel SuJi1 1
T 19 |Gasket Non-Asbestos Non-Asbestos 1
/4\ 18 |Gasket Non-Asbestos Non-Asbestos 1
— 17 |Rivet Carbon Steel S15C 2
16 |Plug Rolled Steel SS400 1
15|Gasket Copper C1100 1
7 14 |Name Plate Stainless Steel SUS304 1
?\ / \ 13 [Stud Bolt & Nut Rolled Steel $S400 1set
L -4 1 Spring Steel or SUP or
f 12 [Spring Alloy Steel or SWOSCor 1
‘tj Piano Wire SWP
11 |Lock Nut Brass C3604 1
P CAC406 or
_ Vs 10 |Adjusting Screw Bronze or Brass C3604 1
T 9 [Spring Plate Cast Iron FC200 2
8 [Spindle Guide Bronze or Brass gg‘go“fe or 1
| | 7 |Guide Plate Cast Iron FC200 1
| ! | ! 6 [Spindle Stainless Steel SUS403 1
T | T 5 |Valve Cast Stainless Steel SCS13 1
- 4 [Valve Seat Cast Stainless Steel SCS13 1
n 3 [cap Cast Iron FC200 1
2 |Spring Case Ductile Cast lron FCD450 1
s, 1 [Body Ductile Cast Iron FCD450 1
L Ne Name of Parts Material OTY
SAFETY RELIEF
TYPE AL-4 VALVE
()
Size 1 Flange JIS 10K FnF_ NPOIL1196 W(elg)ht Specification Aprroval M. Kume
65A 120434120 65 | 175 | 140 |22 | 4-19 | R 3/8 20 Fluid Check M. Kume
80A |130]14491130) 75 ] 185 ] 150 [22] 8-19 R 3/8 22 Set Press MPa Braving Y. Aovyama
100A1160]159711504100) 210 ] 175 [24] 8-19 R 3/8 44 * braving Na | Y-0040-2205
125A1200| 781 [{205]125] 250 | 210 |24 ] 8-23 R 3/8 88 Temp - 53 MAR 2010
150A1210]837]215]1150] 280 ] 240 [26] 8-23 R 3/8 113 ' Date .
150 0.8 MPa Flow Rate
The Max.set pressure is up to 0.8 MPa respectively in case
the nominal size is 150A
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